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ATS-186K

The ATS 186K Ultraviolet System is a highly effective product to
eliminate microorganisms in your water without using chemicals.
Our ATS 186K model provides easy installment, maintenance and
a small footprint for small spaces. Reliable, consistant and great to
use for a wide range of water treatment applications.

FEATURES:

» Amalgam High Output UV Lamps (100 hrs)

* 12,000 Hour Lamp Life

* UV Chamber Overheat Control

« UV Sight Port

 Flange or Threaded Inlet / Outlet Connections

« Internal Water Flow Diverter

« Internal Multi-Level Flow Balance System

« Internal Multi-Level Quartz Sleeve Stabilizer

« Removable UV Lamp / Quartz Sleeve Service Rack

* Nema 4 Type Electrical Box Enclosure

» Power ON/OFF Switch

» Fused Circuits

» Drain Valve

« Integral UV Light Traps

» Remote PLC Monitoring Connection

» Validated UV Lamp Output at (100 hrs)

» UV Intensity Monitor with NIST Traceable Calbrated UV
Sensor



ATS-186K Series ATS-186K Options

GPM . Overgll Description Adder / %
Dimensions

ATS-186K-10 10 8" x 8" x 50" ATS-MW Manual Quartz Sleeve Wiper 15%
ATS-186K-20 20 10”x 10" x 50” ATS-AW Automatic Quartz Sleeve Wiper 30%
ATS-186K-40 40 12”x 12" x 50” ATS-220 220-240 Volt / 50-60 Hz Electrical Components 2%
ATS-186K-60 60 12”x12” x 50” ATS-STC Sanitary - Tri Clamp Fittings 3%
ATS-186K-80 80 14” x 14" x 50” ATS-STAND Control Box Mounting Stand (powder coated) 10%
ATS-186K-120 120 16” x 16” x 60” ATS-316SS 316 Stainless Steel 25%
ATS-186K-240 240 247 x 24" X 60”

ATS-186K-480 480 56" x 36" x 72”

ATS-186K Replacement Parts & Accessories

Description

ATS1-417 WH7 Ballast
ATS-RLC284 Circuit Board for ASV C Series
ATS-AS19-254V Amalgam Lamp (16,000 hours)
ATS28-889D Quartz Sleeve for ASV Series
ATS5-413 Commercial End Nut
ASV-30206 Washer
ATS8-545 Commercial 0-Ring
ATS-078NSF 3/4” NSF Solenoid
ATS-254PX6 Flat Quartz High Intensity Probe
SA5010 Digital Thermal Flow Meter - IFM

PLC Monitor
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